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CONSTRUCTION NOTES:

1. PRECAST MANHOLE TO BE IN ACCORDANCE WITH LATEST ASTM DESIGNATION C-478,
MINIMUM COMPRESSION STRENGTH TO BE 4000 PSI
2. FLEXIBLE RUBBER BOOT SHALL BE USED FOR CONNECTION OF PVC PIPE TO MANHOLE
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1. PRECAST MANHOLE TO BE IN ACCORDANCE WITH LATEST ASTM DESIGNATION C-478,
MINIMUM COMPRESSION STRENGTH TO BE 4000 PSI
2. FLEXIBLE RUBBER BOOT SHALL BE USED FOR CONNECTION OF PVC PIPE TO MANHOLE

SECTION B—B

PRECAST SANITARY MANHOLE TYPE ‘B’
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CONSTRUCTION NOTES:

1. PRECAST MANHOLE TO BE IN ACCORDANCE WITH LATEST ASTM DESIGNATION C-478,
MINIMUM COMPRESSION STRENGTH TO BE 4000 PSI
2. FLEXIBLE RUBBER BOOT SHALL BE USED FOR CONNECTION OF PVC PIPE TO MANHOLE

SECTION C=C

PRECAST SANITARY MANHOLE TYPE 'C
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